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I DATE

I 18 January 2008

TO:
Navagation Interests

FROM:
U.s. Anny Engineer District, Baltimore
P.O. Box 1715 Baltimore, Maryland 21203-1715

RIVER/HARBOR NAME AND STATE

Little Wicomico River Northumberland County, Virginia
MINIMUM DEPTHS IN

CHANNEL ENTERING FROM SEAWARD

AUTHORIZED PROJECT LEFT
OUTSIDE
QUARTER

(feet)

RIGHT
OUTSIDE
QUARTER

(feet)

DATE
OF

SURVEY
NAME OF CHANNEL

WIDTH
(feet)

LENGTH
(miles)

DEPTH
(feet)

MIDDLE HALF
(feet)

Little Wicomico River 28/Jul/200 100 1 8 4

REMARKS (Continue on reverse)
All depths refer to Mean Lower Low Water (MLLW) for the 1983-2001 tidal epoch.
This information represents the results of surveys made on the dates indicated and can only be considered as indicating the general conditions at that time.
The length of the channel is reported to the nearest mile (it is actually 0.80 miles). The depth reported is to the nearest foot.
Left Outside Quarter equals minimum depth in full channel: E1532483.51 N82139.58 2.5' Middle Half equals minimum depth in full channel: E1532594.17
N82135.36 4.0' Right Outside Quarter equals minimum depth in full channel: E1532834.58 N82183.64 4.0'
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